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** 9 VDC min. in ORBCOMM tx mode.

Engineering samples available now.  Product available Q1 2010.

Q-PRO
Customizable dual mode ORBCOMM/Globalstar/GSM with GPS.

Fully user programmable standalone solution.

Individual inputs can be specifically configured to continuously

monitor sensors and to report at selected intervals. 

Alarm conditions can be pre-programmed to report the 

condition automatically and immediately. 

Reports can be generated on a regular schedule, by exception-only 

reporting or a combination of both. 

IP67 sealed enclosure.
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ADVANTAGES

SERVICES AVAILABLE
Technical Support

Software Support

Hardware Support

Guaranteed Warranty

Software Engineering

Application Development

TECHNICAL
SPECIFICATIONS

9765 Clairemont Mesa Blvd, Suite A
San Diego, CA 92124
(858) 277-7290
(858) 277-7259 Fax
www.quakeglobal.com
sales@quakeglobal.com

9765 Clairemont Mesa Blvd, Suite A
San Diego, CA 92124

Communications – ORBCOMM*
Transmit Freq:      148.000 to 150.050 MHz
Receive Freq:      137.000 to 138.000 MHz
Transmit Power:                  5W min. - 10W max.
Data Rates:      2400 bps Uplink
       4800 bps Downlink

Communications – GSM/GPRS 
Quad Band Operations
GSM 850/900/1800/1900 MHz
SMTP, POP3, SMS, TCP, GPRS

Communications – Globalstar (Simplex)*
Transmit Freq:     1611.25 - 1618.75 MHz
Transmit Power:                 156 mW
Packet Size:      9-144 bytes

Data Interfaces 
3 Serial RS-232C 
J1939 Can Bus

Input / Output
2 Analog Inputs
Up to 8 Digital GPIOs
4 Digital Outputs (RELAY)
ORBCOMM/GSM/GPS Antenna Detection

GPS
50 Channels

Power 
External Power Source:      5-36 VDC**
Power Consumption:     (12V)
Transmit ORBCOMM:     2.00 A (Nominal) 
Transmit GSM:          0.2 A (Nominal) 
Transmit Globalstar:     175 mA (Nominal)
Sleep:       10 uA

Real-Time Clock 
Programmable

Memory
Flash:     2M, 4M*, 8M*
RAM:      2M, 4M*, 8M*

Environmental Specifications & Certifications
Operating Temperature:        -40C to + 85C 
Storage Temperature:           -50C to + 85C

Rated to IP67 and J1455
FCC Certified
PTCRB Certified 
CE Mark
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